euroscreen

DIPLOMAT EASE

Mount Instructions

TOOLS NEEDED:
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MOUNTING - WALL / VAGG

SCAN FOR USER
INSTRUCTION VIDEO!
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BRACKETS

EN:The brackets should be placed approximately 150mm from the edges of the case.
If there is three brackets included (only larger screens) the third should be placed in the middle.

SE: Konsolerna ska placeras cirka 150mm fran kanterna pa kassetten.
Om det ingar tre konsoler (endast storre filmdukar) ska den tredje placeras i mitten.

MOUNTING - CEILING / TAK

EN: Mount the brackets on the wall

1

SE:Montera konsolerna pdvaggen

EN: Place the nuts together with the
g screws in the track
SE: Placera muttrarna tillsammans med

skruvarna i sparet

EN: Mount the screen on the brackets
9 and tighten the screws (5Nm).
SE: Montera filmduken pa konsolerna

och spann at skruvarna (5Nm)

mq}-,:([[::[) o EN: Mount the brackets on the ceiling

SE: Montera konsolerna i taket

EN: Place the nuts together with the
g screws in the track
SE: Placera muttrarna tillsammans med

skruvarna i sparet

EN: Mount the screen on the brackets
9 and tighten the screws (5Nm).
SE:Montera filmduken pa konsolerna

och spann at skruvarna (5Nm)

MADE IN SWEDEN



Please read this...

User Instructions
1. Never pull the screen down before it has been properly mounted.
2. The product needs to be mounted level for optimized functionality.

3. To lower the screen surface: Pull the screen down to its full extension
before selecting the desired viewing position. Then slowly allow the
screen to retract to the desired position and let it stop in this position.

Important: or correct operation of the counter balance mechanism,
always fully extend the screen before setting the viewing position.
Do not release the screen before it has stopped in desired position!

4. To retract the screen surface: use the cord and softly lift the bottom
bar upwards and the screen will pull back into the case smoothly.

Do not release the cord until the screen is fully retracted in the case!
It may result in the screen pulling up too quickly and cause damage to the
screen material and/or the case.

5. Never pull the screen down to far but leave at least one round of
screen material on the roll, otherwise it may cause the screen material to
detach.

6. Never leave the screen in down position for a longer period,
keep it retracted when not used.
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Las detta tack...

Anvandarinstruktioner
1. Dra aldrig ner duken innan monteringen ar korrekt slutférd.

2. Produkten skall monteras vagratt for att optimal funktion ska
vara sakerstalld.

3. 3. For att dra ner duken: Dra forst ner duken till sitt fulla mattsatta
utfall. For dérefter duken langsamt tillbaka upp till &nskat visningsldge och
lat mekanismen hitta sitt stoppldge.

Viktigt: For att lasmekanismen ska fungera korrekt ska duken alltid
dras ner till sitt fulla avsedda utfall innan 6nskat visningslage stalls in.
Slapp inte duken innan lasldget ar natt!

4. For att dra upp duken: anvand snéret och lyft bottenlisten
uppat, duken bérjar rulla upp. Slédpp inte snoret innan duken ar
helt upprullad i kassetten! Detta kan leda till att duken far uppat
okontrollerat och kan orsaka skada pa dukmaterialet och eventuell
kassett.

5. Dra aldrig ner duken for langt utan 1at minst ett varv vara kvar pa
roret, i annat fall kan dukens infdstning skadas.

6. Lat aldrig duken vara i nedfallt lage under en langre tid,lat den vara
upprullad om den inte anvands.
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